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Designed in Germany,

around the world!
heard 

LD Systems – Your Sound. Our Mission.
 
As a user of professional audio technology, you are in good hands  
with LD Systems. Your enthusiasm is our benchmark. Whether you are 
a sound engineer, a mobile DJ, a musician, a band, a singer-songwriter, 
a wedding singer or fitness trainer or just a sound addict like us –  
your needs are at the heart of every decision we make. 
 
We are passionate about developing professional audio solutions 
that make your life easier on the job and meet your high  
expectations for sound and performance.  
 
Of course, we are also happy to support you beyond your purchase. 
With us, you'll experience some of the best customer support in the 
industry – true to the motto "Your Sound. Our Mission."  
 
LD Systems' professional audio product lines include innovative,  
high-performance PA systems, advanced speakers and subwoofers  
for live events, installations or battery-powered outdoor use. 

LD Systems wireless microphone and in-ear monitoring systems 
provide full freedom of movement and reliability for artists on stage 
and excellent speech intelligibility for speakers in conferences.

ld-systems.com
The information contained in this publication, including numerical data, has been prepared as a general guide to the 
products, but intending buyers and users must satisfy themselves as to the suitability and the safety of the products  
for their particular purposes and duties. No responsibility is assumed for any errors herein. The company reserves the 
right to alter the designs and material specifications of products shown in this publication without notice. 
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Cardioid column  
with up to 18 dB rear
attenuation (100 Hz – 1 kHz)

Horn-loaded  
for enhanced wavefront coherence

MAUI® 66 G3
FOR THOSE WHO WANT MORE

NEW

18" high-power subwoofer  
low-end down to 28 Hz

Airflow-optimized  
bass reflex design

In/Out
Input: 2 × Mono Line (L/R) and Bluetooth®

Output: 2 × Thru (L/R), 1 × Sub-Out

Optimized phase plugs  
for controlled, homogeneous 
dispersion

The MAUI 66 G3 is a high-performance, fully active 4-way 
column PA system with a passive cardioid column design. 
As the flagship of the MAUI series, it combines powerful full-
range sound, plenty of headroom, punchy deep bass and 
controlled dispersion with the fast, straightforward handling 
the MAUI series is known for.
The high-power 18" neodymium woofer is paired with a low-
tuned bass-reflex enclosure to deliver powerful, precise low 
end down to 28 Hz. Elliptical, airflow-optimised bass reflex 
ports reduce turbulence and port noise, ensuring clean, 
defined bass even at high output levels.

4-way fully active system
3800 W Peak-power / 135 dB max. SPL

Find out more about our MAUI  G3 SERIES  
ld-systems.com/MORE-MAUIG3
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System output (Peak) 3800 W
Max. SPL (Peak) 135 dB
Drivers 4 × 1" tweeter / 16 × 3.5" mid / 18" sub
Overall height 2446 mm / 96.30 inch
Weight 57.13 kg / 125.95 lbs

MAUI® 66 G3 (W)
4-WAY CARDIOID COLUMN PA SYSTEM

FAR REACHING SOUND

4-WAY FULLY  
ACTIVE SYSTEM
Four separately amplified frequency 
ranges combine powerful sound 
reproduction with precise tuning across 
the entire frequency spectrum.

HIGH
> 1,800 Hz

MID
700–1,800 Hz

MID
700–1,800 Hz

LOW-MID
200–700 Hz

LOW
< 200 Hz

2 × 3.5" midrange drivers above the tweeter 
Two additional midrange drivers extend midrange performance 
and ensure clear, powerful sound over greater distances

BEM optimized waveguide
The newly developed BEM-optimized waveguide delivers precise 
highs with reduced distortion and consistent 120° × 25° coverage 
across the audience area

Optimized mid-range phase plugs
Optimized phase plugs and neodymium motors increase 
sensitivity and ensure reliable performance even under 
demanding thermal conditions
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MAUI® 44 G3 (MIX)
FOR THOSE WHO WANT MORE

Cardioid column  
with up to 18 dB rear
attenuation (100 Hz – 1 kHz)

Horn-loaded  
for enhanced wavefront coherence

4-way fully active system
3600 W Peak-power / 133 dB max. SPL

15" high-power subwoofer  
low-end down to 34 Hz

Airflow-optimized  
bass reflex design

MAUI® 44 G3
Input: 2 × Mono Line (L/R), Bluetooth®

Output: 2 × Thru (L/R), 1 × Sub-Out

MAUI® 44 G3 MIX
Input: 6 × Mono, 1 × Stereo, Bluetooth®

Output: 4 × Monitor, 1 × System-Out

Find out more about our MAUI  G3 SERIES  
ld-systems.com/MORE-MAUIG3

Optimized phase plugs  
for controlled, homogeneous 
dispersion

The MAUI 44 G3 is a high-performance, fully active 4-way 
column PA system with a passive cardioid column design. 
Developed for demanding live performances, it combines 
powerful full-range sound, plenty of headroom and controlled 
dispersion with the fast, straightforward handling the MAUI 
series is known for.
The high-power 15" neodymium woofer delivers punchy, 
precise low end down to 34 Hz. Specially airflow-optimised 
bass reflex ports reduce turbulence and port noise, ensuring 
clean, defined bass even at high output levels.

NEW

For iOS & Android
MIX version only
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MAUI® 44 G3 (W)
4-WAY CARDIOID COLUMN PA SYSTEM

MAUI® 44 G3 MIX (W)
4-WAY CARDIOID COLUMN PA SYSTEM WITH DIGITAL MIXER

System output (Peak) 3600 W
Max. SPL (Peak) 133 dB
Drivers 4 × 1" tweeter / 14 × 3.5" mid / 15" sub
Overall height 2259 mm / 88.94 inch
Weight 46.5 kg / 102.51 lbs

System output (Peak) 3600 W
Max. SPL (Peak) 133 dB
Drivers 4 × 1" tweeter / 14 × 3.5" mid / 15" sub
Overall height 2259 mm / 88.94 inch
Weight 48.3 kg / 106.48 lbs

For iOS & Android
MIX version only

Integrated 8-channel mixer 
With on-board effects, 5-band EQ, dynamics  
& footswitch input

User-friendly menu control
Extremely intuitive thanks to the control panel with 
color display and three rotary-push controls

SysLink®

Connect two MAUI® 44 G3 MIX systems via SysLink®to create a 
stereo setup and double the number of available channels 

App Control
Remote control of the mixer channels and system settings  
via the free MAUI MIX app for smartphones and tablets

MAUI® 44 G3 MIX
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MAUI® 11 & 28 G3 (MIX)
SMALL NEVER SOUNDED SO BIG.

Menu control is extremely intuitive thanks to the control 
panel with LC display and three rotary-push controls. You can 
adjust effects, EQ, dynamics and monitor signals in just a few 
simple steps - even for each individual channel.

Cardioid column  
for controlled dispersion even  
in the low-mid frequencies

Ultra tough impact  
resistant polyurea coating

Deeper bass reproduction  
down to 37 / 39 Hz thanks to  
12" (MAUI 28 G3) or 2 × 8" (MAUI 11 G3)  
subwoofer

Mid-range phase-plugs  
for improved constant  
horizontal directivity

Everything on-board! 
With the MAUI G3 Mix versions, you no longer need a mixing 
console. The integrated 6-channel mixer offers you a wide 
range of possibilities thanks to mic / Hi-Z / line inputs. This 
means that you can connect microphones, guitars, basses, 
keyboards or various players directly to mix and filter the 
signals. By connecting two MAUI-G3-MIX systems via SysLink® 
to a stereo setup, the number of mixable channels is doubled. 
Of course, direct streaming via Bluetooth 5.0 is also available.

Find out more about our MAUI  G3 SERIES  
ld-systems.com/MAUIG3

For iOS & Android
MIX version only

MAUI® 11/28 G3
Input: 2 × Mono Line (L/R), Bluetooth®

Output: 2 × Thru (L/R), 1 × Sub-Out

MAUI® 11/28 G3 MIX
Input: 2 × Mono, 1 × Stereo, Bluetooth®

Output: 2 × Monitor, 1 × System-Out

Flow-optimised  
bass-reflex ports
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MAUI® 11 & 28 G3 (MIX)
SMALL NEVER SOUNDED SO BIG.

MAUI® 11 G3 (MIX) (W)
PORTABLE CARDIOID COLUMN PA SYSTEM (WITH DIGITAL MIXER)

System output (Peak) 1460 W
Max. SPL (Peak) 125 dB
Drivers 2 × 1" tweeter / 6 × 3.5" mid / 2 × 8" sub
Overall height 2052 mm / 80.8 inch
Weight 31.5 kg / 69.4 lbs

MAUI® 28 G3 (MIX) (W)
COMPACT CARDIOID COLUMN PA SYSTEM (WITH DIGITAL MIXER)

System output (Peak) 2060 W
Max. SPL (Peak) 127 dB
Drivers 2 × 1" tweeter / 12 × 3.5" mid / 12" sub
Overall height 2052 mm / 80.8 inch
Weight 36.2 kg / 79.8 lbs

For iOS & Android
MIX version only

Integrated 6-channel mixer 
With on-board effects, 5-band EQ, dynamics  
& footswitch input

Free MAUI MIX App
With easy and expert mode for remote  
adjustments via smartphone and tablet

User-friendly menu control
Extremely intuitive thanks to the control panel with 
color display and three rotary-push controls

SysLink®

Connect two MAUI® G3 MIX systems via SysLink® to create a 
stereo setup and double the number of available channels 

MAUI® 11 / 28 G3 MIX
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Developed in collaboration with Porsche Design Studio, the LD Systems MAUI® P900 
provides excellent reproduction clarity and outstanding high-definition sound. 
Combining state-of-the-art audio technology and eye-catching elegance, the 
MAUI® P900 is the perfect choice when your live events and installation environments 
call for stellar sonic performance and style. With a total of 50 neodymium transducers 
and 1,400 watts RMS of class D power, this groundbreaking column system delivers a 
maximum sound pressure of 131 dB and 42 to 20,000 Hz frequency response.

MAUI® P900 (W/G/B)
POWERED COLUMN PA SYSTEM BY PORSCHE DESIGN STUDIO

System power (Peak) 2800 W
Max. SPL (Peak) 131 dB
Drivers 32 × 1" tweeter / 16 × 2.8" mid / 2 × 10" sub
Overall height 2173 mm / 85.6 inch
Weight 46 kg / 101.4 lbs

MAUI® P900
POWERED COLUMN SOUND SYSTEM

Find out more about our MAUI P900 
ld-systems.com/MAUIP900

Wide, coherent coverage  
wavefront with 140° × 15° dispersion

50 premium 
neodymium drivers

Easy setup & wireless 
stereo streaming

Premium materials & 
construction

10



The MAUI® 5 and MAUI® 5 GO 100 are ultra-compact, portable column PA systems 
delivering 800 watts of peak power. Both systems consist of four lightweight 
components that connect in seconds and offer wide sound dispersion and high 
feedback resistance. Both models feature Bluetooth® streaming, microphone, line 
and instrument inputs, an integrated 4-channel mixer and LD Systems‘ LECC DSP for 
clear, balanced sound. While the MAUI® 5 operates on mains power, the battery-
powered MAUI® 5 GO 100 offers up to 12 hours of operation without a power outlet. Its 
Quick-Swap Technology® allows easy battery replacement to extend operating time, 
making it ideal for mobile applications and outdoor events.

System power (Peak) 800 W
Max. SPL (Peak) 120 dB
Drivers 4 × 3" mid / 8" sub
Overall height 1985 mm / 78.1 inch
Weight 12.4 kg / 27.3 lbs

MAUI® 5 GO 100 (W)
ULTRA-PORTABLE BATTERY-POWERED  
COLUMN PA SYSTEM – 3200 mAh

System power (Peak) 400 W
Max. SPL (Peak) 120 dB
Drivers 4 × 3" mid / 8" sub
Overall height 1985 mm / 78.1 inch
Weight 11.3 kg / 24.9 lbs

5
MAUI® 5 (W)
ULTRA PORTABLE POWERED COLUMN  
PA SYSTEM WITH MIXER

Integrated 4-channel  
mixer with Bluetooth®  
for microphone, instrument, 
line sources and wireless 
audio streaming

MAUI® 5 (GO 100)
GO PLAY OUTSIDE

PA and monitor system in one  
with high feedback resistance

Assembled in seconds 

Find out more about our MAUI 5 (GO 100) 
ld-systems.com/MAUI 5
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MAILA (Modular All-Round Intelligent Line-Array) is not just “one” product, 
but a scalable sound reinforcement system that sets new standards in 
its diversity and flexibility. From a wedding reception to a conference to 
a festival – MAILA combines the best concepts of sound reinforcement 
technology in one system. Also, with the EasySplay® mechanism and 
many other clever features, MAILA takes user-friendliness in the line 
array sector to a whole new level. The result is a big, scalable sound for 
almost any application.

MAILA® SERIES
COMPACT LINE-ARRAY SYSTEM

Find out more about our MAILA SERIES 
ld-systems.com/MAILA

SmartLink+®

Elegant cable- 
free connection

Connect up to  
6 satellites in  

ground stacking

Identification LED
for identifying 

individual devices

LogoLink® 
hidden antenna
for safe wireless 
connection

EasySplay®

Easy one-hand splay  
angle adjustment
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MAILA® SAT
PASSIVE ARRAY SATELLITE SPEAKER

Frequency response (-6 dB) 100 – 20,000 Hz
Load rating (AES) 175 W / 50 W
Max. SPL Peak (Pink noise) 129.1 dB (fullspace 

@1m, Crest factor 4)
Connectivity SmartLink+®

Dimensions (W × H × D)	 205 × 234 × 226 mm
8.1 × 9.2 × 8.9 inch

Weight 7.65 kg / 16.9 lbs

MAILA® SPA
POWER AMPLIFIER FOR UP TO EIGHT MAILA SAT

Amping power 1.25 kW RMS
Controls Rotary/push encoder

Connectivity SmartLink+®, XLR,
LogoLink®, speakON I/O

Dimensions (W × H × D)	 205 × 282 × 226 mm
8.1 × 11.1 × 8.9 inch

Weight 7.45 kg / 16.4 lbs

Frequency response (-6 dB) 105 Hz – 500 Hz
Amping power 2.5 kW RMS
Max. SPL Peak (Pink noise) 130 dB (fullspace 

@1m, Crest factor 4)
Connectivity SmartLink+®, XLR,

LogoLink®
Dimensions (W × H × D)	 205 × 1028 × 354 mm

8.1 × 40.5 × 13.9 inch
Weight 36.2 kg / 79.8 lbs

MAILA® MODULES

MAILA® SUB
2 × 15" POWERED BANDPASS PA SUBWOOFER

MAILA® SUB 15
15" POWERED BASS REFLEX PA SUBWOOFER

Frequency response (-6 dB) 33 Hz – Preset
Amping power 2.5 kW RMS
Max. SPL Peak (Pink noise) 137 dB (fullspace 

@1m, Crest factor 4)
Connectivity XLR, LogoLink®
Dimensions (W × H × D)	 540 × 934 × 803 mm

21.3 × 36.8 × 31.6 inch
Weight 89.8 kg / 198 lbs

Frequency response (-10 dB) 31 Hz – Preset
Amping power 1.25 kW RMS
Max. SPL Peak (Pink noise) 132 dB (halfspace 

@1m, Crest factor 4)
Connectivity XLR, LogoLink®
Dimensions (W × H × D)	 540 × 474 × 761 mm

21.3 × 18.7 × 30 inch
Weight 38 kg / 83.8 lbs

MAILA® COL
4 × 6.5" POWERED COLUMN SPEAKER  
+ POWER AMPLIFIER FOR UP TO EIGHT MAILA SAT

MAILA® APP  
FOR FAST SETUP
	• Room simulation: Automatic EQ  

	 adjustment and calculation of  
	 the splay angles

	• Pre-planning: Optimal preparation in  
	 advance, no matter when and where 

	• 10 Band EQ Presets: Create custom  
	 10-band parametric EQ presets

	• Delay lines: Easy delay line configuration  
	 based on distance and temperature
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Find out more about  
our ICOA PRO SERIES  

ld-systems.com/ICOAPRO

ICOA® PRO
HEADLINING PUNCH.

With intelligent SysCore® DSP, free ICOA PRO App, Bluetooth® 5.1 
streaming, and flexible mounting options, ICOA PRO is particu- 
larly flexible – ideal for a wide range of applications and 
users, from club gigs, DJs, live bands, rental companies and 
permanent installations. ICOA PRO delivers reliable per- 
formance, professional features, and impressive Headlining 
Punch.

The ICOA PRO Series combines advanced coaxial design, a 
powerful yet compact 21" subwoofer, and a rugged housing 
– engineered to meet the demands of today’s audio 
professionals. These active loudspeakers deliver clear highs, 
rich mids and deep, punchy bass with impressive headroom.
 

for IOS & 
Android*

Ultra-robust housing 
rugged ABS tops with steel  
reinforcement and PU-coated  
birch plywood sub

Bluetooth® connectivity 
and free app
for remote adjustments via 
smartphone and tablet

Rotatable HornHigh-power all-rounders 
with premium components for 

full-range, satellite, monitor and 
integrated applications 

*Requires Android version 14 or higher

Easy handling
8 ergonomic handles and optional  
castor board for easy transport

Extensive connectivity options 
with multiple inputs/outputs,  

4-band parametric EQ , application  
presets, and delay functions

SysCore® DSP  
with FIR/IIR filters
and advanced limiters  

 for distortion-free sound,  
even at maximum volume
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ICOA® PRO
HEADLINING PUNCH.

ICOA® PRO 12 A
12" POWERED COAXIAL HIGH-PERFORMANCE PA LOUDSPEAKER

System output (Peak) 2000 W
Max. SPL (Peak) 133 dB
Frequency response (-10dB) 53 – 20,000 Hz
Dimensions (W × H × D) 376 × 627.8 × 393.6 mm / 14.8 × 24.7 × 15.5 inch
Weight 23.1 kg / 50.9 lbs

ICOA® PRO 15 A
15" POWERED COAXIAL HIGH-PERFORMANCE PA LOUDSPEAKER

ICOA® PRO SUB 21 A
POWERED 21" HIGH-PERFORMANCE BASS REFLEX PA SUBWOOFER

System output (Peak) 3000 W
Max. SPL (Peak) 135 dB
Frequency response (-10dB) 50 – 20,000 Hz
Dimensions (W × H × D) 417 × 690.7 × 414.8 mm / 16.4 × 27.2 × 16.3 inch
Weight 25.8 kg / 56.9 lbs

System output (Peak) 3000 W
Max. SPL (Peak) 136 dB
Frequency response (-10 dB) 29 – Preset
Dimensions (W × H × D) 565.5 × 700 × 698.8 mm / 22.3 × 27.6 × 27.5 inch
Weight 57 kg / 125.7 lbs

21" Sub – compact build 
Massive low-end performance down to 29 Hz – in a cabinet barely 
larger than a typical 18" subwoofer, ideal for mobile setups and fixed 
installations.

App control & Bluetooth®

Free ICOA PRO app (iOS/Android) with access to all DSP functions:  
PEQ, presets, delay, cardioid modes – plus Bluetooth® 5.1 streaming  
and TWS stereo pairing for fast, streamlined setups.

Cardioid & delay features
Built-in cardioid presets and delay (up to 50 m), crossover selection 
(80/100/120 Hz) and low-latency monitor presets ensuring clean, 
directional low-end control.

Road-ready design
12" & 15" Tops feature 6 × M10 rigging points, EasyMount® compatibility, 
dual-tilt flange (0°/5°), and lightweight ABS housing with gas injection.
Subwoofer with rugged birch plywood housing, Polyurea coating,  
8 ergonomic handles, stacking grooves and dual M20 mounting threads.
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Enjoy the freedom of blasting the sound as loud and hard 
as you want for your audience. The horn-loaded woofer 
covers the complete bandwidth of sound with rich, deep 
bass. The choice is all yours: use the coaxial speakers as 
either full range loudspeakers or as monitor boxes – in 
12“ or 15“ format. After all, both the powered and passive 
loudspeakers in the LD Systems ICOA Series are true all-
rounders: their coaxial configuration allows the BEM-
optimised CD horn – and the logo – to be easily rotated 90°. 
 
The result: you can perfectly position your powered 
loudspeaker at the right transmission angle. The sound is 
brilliant and super powerful in all positions, and the design 
is truly impressive, no matter if installed as a main system or 
horizontal monitor box. Every now and then all you need is a 
new perspective for greater freedom!

Find out more about our ICOA SERIES 
ld-systems.com/ICOA

Coaxial rotatable 
horn design

36 mm dual-tilt stand attachment  
with 0° and 5° tilt angles and   
55° floor monitor angle

4 aluminium handles  
with an ergonomic rubber surface

Bass reflex design

ICOA® SERIES
SPIN YOUR SOUND RIGHT ROUND

16



System power (Peak) 1000 W
Max. SPL (Peak) 123 dB
Dimensions (W × H × D)	 375 × 635 × 396 mm

14.8 × 25 × 15.6 inch
Weight 19.8 kg / 43.7 lbs

System power (Peak) 1200 W
Max. SPL (Peak) 126 dB
Dimensions (W × H × D)	 375 × 635 × 396 mm

14.8 × 25 × 15.6 inch
Weight 19.95 kg / 44 lbs

ICOA® 12
12" PASSIVE COAXIAL PA LOUDSPEAKER

ICOA® 12 A (BT)
12" POWERED COAXIAL PA LOUDSPEAKER  
(WITH BLUETOOTH)

System power (Peak) 2400 W
Max. SPL (Peak) 133 dB
Dimensions (W × H × D)	 626 × 672 × 637 mm

24.6 × 26.5 × 25.1 inch
Weight 44.3 kg / 97 lbs

ICOA®  SUB 18 A
18" POWERED BASS REFLEX PA SUBWOOFER

System power (Peak) 1000 W
Max. SPL (Peak) 125 dB
Dimensions (W × H × D)	 416 × 695 × 415 mm

16.4 × 27.4 × 16.3 inch
Weight 24.7 kg / 54.5 lbs

ICOA® 15
15" PASSIVE COAXIAL PA LOUDSPEAKER

System power (Peak) 1200 W
Max. SPL (Peak) 128 dB
Dimensions (W × H × D)	 416 × 695 × 415 mm

16.4 × 27.4 × 16.3 inch
Weight 24.3 kg / 53.6 lbs

ICOA® 15 A (BT)
15" POWERED COAXIAL PA LOUDSPEAKER 
(WITH BLUETOOTH)

EASY INSTALLATION  
with the Universal Mounting Bracket for ICOA 12"/ 15"

	• Universal bracket for horizontal or vertical wall attachment
	• Truss mounting with optionally available clamp
	• Easy-Click System
	• Rotatable in 10° increments up to 180° with scaling indicator
	• Cable feedthrough
	• Load capacity up to 27 kg / 59.5 lbs

System power (Peak) 1600 W
Max. SPL (Peak) 131 dB
Dimensions (W × H × D)	 510 × 598 × 552 mm

20.1 × 23.5 × 21.7 inch
Weight 32.5 kg / 71.7 lbs

ICOA® SUB 15 A
15" POWERED BASS REFLEX PA SUBWOOFER

17



ANNY® SERIES
TURN ANY PLACE INTO YOUR STAGE.

ANNY – your battery-powered sound solution for truly 
anywhere: in the city, in the garden, at gatherings, at sports 
events, at school and dance events, in bars, at parties. 
Wherever you are, ANNY provides professional sound and 
creates unforgettable moments. With a wide range of inputs, 
ANNY enables a variety of setups with a mix of speech 
and music. With ANNY at your side, you‘ll create a great 
atmosphere and professional sound – wherever you are. 
So go ahead and turn any place into your stage.

Bluetooth Loud & clear sound
Up to two  

wireless microphones Integrated mixerLong lasting battery

Tilt back 
cabinet 
to switch 
listening angles

Wireless modules
handheld & headset incl. bodypack

Integrated mixer
with 3-band EQ, 5 application presets
2 × 6.3 mm/ XLR combo,  
2 × Cinch / 3.5 mm jack (AUX)

Find out more about our ANNY SERIES 
ld-systems.com/ANNY

True Wireless Stereo

Hot-swap
batteries  

(ANNY 12) 
for uninterrupted 

performance
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ANNY® 8 (W/G/GN)
8" PORTABLE BATTERY-POWERED BLUETOOTH®  
PA LOUDSPEAKER WITH MIXER

System power (Peak) 160 W
Max. SPL (Peak) 117 dB
Frequency response (-10 dB) 53 – 20,000 Hz
Dimensions (W × H × D)	 249 × 390 × 282 mm / 9.8 × 15.4 × 11.1 inch
Weight 8.8 kg / 19.4 lbs

ANNY® 10
10" PORTABLE BATTERY-POWERED BLUETOOTH®  
PA SYSTEM WITH MIXER

ANNY® 12
12" PORTABLE BATTERY-POWERED BLUETOOTH®  
PA SYSTEM WITH MIXER

System power (Peak) 160 W
Max. SPL (Peak) 118 dB
Frequency response (-10 dB) 45 – 20,000 Hz
Dimensions (W × H × D)	 361 × 566 × 300 mm / 14.2 × 22.3 × 11.8 inch
Weight 18.2 kg / 40.2 lbs

System power (Peak) 215 W
Max. SPL (Peak) 122 dB
Frequency response (-10 dB) 40 – 20,000 Hz
Dimensions (W × H × D)	 405 × 655 × 	335 mm / 15.9 × 25.8 × 13.2 inch
Weight 18.9 kg / 41.7 lbs

EXTRA STORAGE SPACE 
INSIDE ANNY  10 / 12

CHARGE YOUR MOBILE DEVICE KEEP YOUR SCREEN IN SIGHT

PUT ANNY ON A POLE

MAKE YOUR VOICE  HEARD
The ANNY wireless modules use Ultra High Frequency (UHF) to achieve an  
ultra-stable wireless range of up to 80 m (250 ft). The ANNY series offers  
sets matching almost any application and covers a wide choice of  
frequency bands to provide registration free operation.
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Exceptional sound, reliable performance and unparalleled value across 
the board – that’s LD Systems’ STINGER G3 Series. Real workhorses for 
demanding applications, these loudspeakers have been engineered 
to provide truly professional sound reinforcement. The STINGER G3 
line includes active and passive models that are simply outstanding 
in their class. Custom designed drivers with high power handling and 
BEM modelled waveguides deliver immaculate audio quality, extended 
low frequency response and coherent coverage. Sporting lightweight 
Class D power stages, active STINGER G3 models are capable of huge 
sound pressure levels. The multi-purpose tops feature up to a massive 
500 watts RMS output and carefully tailored presets for flat response, 
fullrange, satellite or floor monitor applications. 

Application presets 
for quick frequency  

response contouring 

High power bass reflex PA subwoofers  
with cardioid SETUP presets 

BEM optimized HF waveguide 
for uniform coverage

36 mm dual-tilt pole mount
for 0° or 5° mounting angles

Plywood cabinet 
with ultra rugged  
polyurea finish 

Up to 800 W RMS power 
and 134 dB max SPL

LD Systems DynX®  
DSP technology 

for distortion-free 
performance

STINGER® G3 SERIES
MULTIFUNCTIONAL PA SPEAKERS & SUBWOOFERS
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Load rating (RMS) 250 W
Max. SPL (Peak) 119 dB
Dimensions (W × H × D)	 270 × 457 × 290 mm

10.6 × 17.9 × 11.4 inch
Weight 9.9 kg / 21.8 lbs

Load rating (RMS) 300 W
Max. SPL (Peak) 121 dB
Dimensions (W × H × D)	 325 × 527 × 318 mm

12.8 × 20.7 × 12.5 inch
Weight 11.5 kg / 25.4 lbs

STINGER® 8 G3
2-WAY PASSIVE 8" PA LOUDSPEAKER

STINGER® 10 G3
2-WAY PASSIVE 10" PA LOUDSPEAKER

Load rating (RMS) 600 W
Max. SPL (Peak) 127 dB
Dimensions (W × H × D)	 576 × 477 × 624 mm

22.7 × 18.8 × 24.6 inch
Weight 29.7 kg / 65.5 lbs

STINGER® SUB 15 G3
PASSIVE 15" BASS REFLEX PA SUBWOOFER

Load rating (RMS) 500 W
Max. SPL (Peak) 127 dB
Dimensions (W × H × D)	 480 × 737 × 455 mm

18.9 × 29 × 17.9 inch
Weight 25.7 kg / 60.6 lbs

STINGER® 15 G3
2-WAY PASSIVE 15" PA LOUDSPEAKER

Load rating (RMS) 400 W
Max. SPL (Peak) 125 dB
Dimensions (W × H × D)	 270 × 756 × 290 mm

10.6 × 29.8 × 11.4 inch
Weight 19.3 kg / 42.5 lbs

STINGER® 28 G3
2-WAY PASSIVE 2 × 8" PA LOUDSPEAKER

Load rating (RMS) 400 W
Max. SPL (Peak) 125 dB
Dimensions (W × H × D)	 390 × 627 × 377 mm

20.1 × 23.5 × 21.7 inch
Weight 19.4 kg / 71.7 lbs

STINGER® 12 G3
2-WAY PASSIVE 12" PA LOUDSPEAKER

Load rating (RMS) 800 W
Max. SPL (Peak) 129 dB
Dimensions (W × H × D)	 677 × 547 × 740 mm

26.7 × 21.5 × 29.1 inch
Weight 40.6 kg / 89.5 lbs

STINGER® SUB 18 G3
PASSIVE 18" BASS REFLEX PA SUBWOOFER

Find out more about our STINGER G3 SERIES
ld-systems.com/STINGERG3

STINGER® G3 PASSIVE VERSIONS
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System output (Peak) 600 W
Max. SPL (Peak) 125 dB
Dimensions (W × H × D)	 270 × 457 × 290 mm

10.6 × 17.9 × 11.4 inch
Weight 10.5 kg / 23.2 lbs

System output (Peak) 600 W
Max. SPL (Peak) 127 dB
Dimensions (W × H × D)	 325 × 527 × 318 mm

12.8 × 20.7 × 12.5 inch
Weight 12.7 kg / 28 lbs

STINGER® 8 A G3
2-WAY POWERED 8" PA LOUDSPEAKER

STINGER® 10 A G3
2-WAY POWERED 10" PA LOUDSPEAKER

System output (Peak) 900 W
Max. SPL (Peak) 133 dB
Dimensions (W × H × D)	 576 × 477 × 624 mm

22.7 × 18.8 × 24.6 inch
Weight 31.9 kg / 70.3 lbs

STINGER® SUB 15 A G3
POWERED 15" BASS REFLEX PA SUBWOOFER

System output (Peak) 1000 W
Max. SPL (Peak) 133 dB
Dimensions (W × H × D)	 480 × 737 × 455 mm

18.9 × 29 × 17.9 inch
Weight 26.8 kg / 59.1 lbs

System output (Peak) 1000 W
Max. SPL (Peak) 131 dB
Dimensions (W × H × D)	 270 × 756 × 290 mm

10.6 × 29.8 × 11.4 inch
Weight 20.5 kg / 45.2 lbs

STINGER® 28 A G3
2-WAY POWERED 2 × 8" PA LOUDSPEAKER

System output (Peak) 1000 W
Max. SPL (Peak) 131 dB
Dimensions (W × H × D)	 390 × 627 × 377 mm

20.1 × 23.5 × 21.7 inch
Weight 20.1 kg / 44.3 lbs

System output (Peak) 1600 W
Max. SPL (Peak) 135 dB
Dimensions (W × H × D)	 677 × 547 × 740 mm

26.7 × 21.5 × 29.1 inch
Weight 42.6 kg / 93.9 lbs

STINGER® SUB 18 A G3
POWERED 18" BASS REFLEX PA SUBWOOFER

STINGER® 12 A G3
2-WAY POWERED 12" PA LOUDSPEAKER

STINGER® 15 A G3
2-WAY POWERED 15" PA LOUDSPEAKER

EASY INSTALLATION  
WITH OUR WALL AND TRUSS MOUNT ACCESSORIES

	• Swivel Wall Mount (8/10/12/15/28)
	• Tilt- and Swivel Wall Mount (8/10/12/15/28)
	• Truss Mount Clamp Set (8/10)
	• Truss Mount Bracket (12/15)

Swivel Wall MountTilt- and Swivel Wall MountTruss Clamp Set Truss Mount Bracket

STINGER® G3 ACTIVE VERSIONS
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	• Swivel Wall Mount (8/10/12/15/28)
	• Tilt- and Swivel Wall Mount (8/10/12/15/28)
	• Truss Mount Clamp Set (8/10)
	• Truss Mount Bracket (12/15)

STINGER SETS

LOUNGE

IMPACT

EVENT

GALA

POWER

LOUNGE SET
2 × 8" PA SPEAKER | 1 × 15" SUBWOOFER

EVENT SET
2 × 10" PA SPEAKER | 2 × 15" SUBWOOFER

POWER SET
2 × 12" PA SPEAKER | 2 × 18" SUBWOOFER

IMPACT SET
2 × 15" PA SPEAKER | 4 × 18" SUBWOOFER

GALA SET
2 × DOUBLE 8" PA SPEAKER | 2 × 18" SUBWOOFER

*NOTE: Audience size specifications are approximate only. The actual numbers may vary depending on room acoustics and environment.

Providing easy portability, this compact set is terrific for small 
gigs and functions that require excellent music and speech 
reinforcement.

Applications: 
DJs | solo entertainers | singer-songwriters | private functions

Audience Size*: 150 music  |  200 speech

This set is the perfect all-round package for small to medium-sized  
gigs and functions providing a tight and punchy low end from  
the two subwoofers.

Applications: 
Small bands | DJs | private functions

Audience Size*: 200 music  |  300 speech

Excellent for live clubs and touring bands, this set is a superb  
choice wherever highly dynamic music reinforcement with  
plenty of power and punch is of prime importance.

Applications: 
Bands | live clubs | large private functions | corporate events 
AV presentations

Audience Size*: 250 music  |  350 speech

Delivering a massive low-end with punch and clarity, this set is ideal  
for outdoor sound reinforcement. With a quartet of subwoofers an  
two 15” tops, it easily covers medium-sized gigs at town fairs,  
street festivals and in marquees. 

Applications: outdoor sound reinforcement for bands | DJs | 
large private functions

Audience Size*: 300 music  |  400 speech

Including a pair of slim, low-profile satellites and two subwoofers, this  
set is a great option for events that require excellent speech intelligibility  
and extended coverage.

Applications:  
Gala events | corporate conferences | large private functions

Audience Size*: 250 music  |  350 speech

Active / Passive

Active / Passive

Active / Passive

Active / Passive

Active / Passive
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POWERED COAXIAL STAGE MONITORS
Unlocking the potential of advanced stage monitoring for musicians, 
DJs and audio engineers. This thought guided our developers as they 
completely reimagined the concept of our MON stage monitor series to 
create the perfect package. A harmonious blend of advanced acoustics, 
clever features, intuitive operation, durable materials and the elegant  
LD Systems design propels the MON G3 Series one step beyond. 

MON G3 SERIES
ONE STEP BEYOND

Tunable notch filter

PowerCon compatible for reliable  
power connection & daisy chaning

1.75" titanium diaphragm

4 sound presets  
& 3-band EQ

Extra-strong steel front grille
for effective protection

Rotatable brand logo

Bass reflex port
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8MON 8 A G3

System power (Peak) 1200 W
Max. SPL (Peak) 121 dB
Frequency response (-10 dB) 59 – 20,000 Hz
Dimensions (W × H × D)	 340 × 278 × 368 mm / 13.4 × 10.9 × 14.5 inch
Weight 13.2 kg / 29.1 lbs

MON 8 A G3
8" POWERED COAXIAL STAGE MONITOR

12MON 12 A G3

MON 12 A G3
12" POWERED COAXIAL STAGE MONITOR

15MON 15 A G3

MON 15 A G3
15" POWERED COAXIAL STAGE MONITOR

10
MON 10 A G3
10" POWERED COAXIAL STAGE MONITOR

MON 10 A G3

Find out more about our MON G3 SERIES 
ld-systems.com/MONG3

System power (Peak) 1200 W
Max. SPL (Peak) 126 dB
Frequency response (-10 dB) 58 – 20,000 Hz
Dimensions (W × H × D)	 380 × 305 × 426 mm / 15 × 12 × 16.7 inch
Weight 15.21 kg / 33.5 lbs

System power (Peak) 1200 W
Max. SPL (Peak) 127 dB
Frequency response (-10 dB) 55 – 20,000 Hz
Dimensions (W × H × D)	 425 × 315 × 453 mm / 16.7 × 12.4 × 17.8 inch
Weight 17.4 kg / 38.4 lbs

System power (Peak) 1200 W
Max. SPL (Peak) 129 dB
Frequency response (-10 dB) 48 – 20,000 Hz
Dimensions (W × H × D)	 505 × 340 × 517 mm / 19.9 × 13.4 × 20.4 inch
Weight 23.15 kg / 51 lbs
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COMPACT 2.1 POWERED PA SYSTEMS
DAVE – a name that at LD Systems stands for powered 2.1 PA systems  
which offer everything DJs and musicians need: a powerful and universally 
applicable sound, sophisticated functions, and compact dimensions. 
With its 2.1 design, the G4X Series forms a perfectly-matched, compact 
system with professional acoustic properties. Set it up, plug it in – and 
enjoy the sound! In addition, the DAVE G4X Series features an integrated 
6-channel mixer including reverb, as well as enhanced connectivity 
options such as Bluetooth® and SPDIF.

DAVE G4X SERIES
PLUG. PLAY. PARTY.

Bluetooth® and SPDIF
signal inputs

Class D Amplifier
with passive cooling to prevent fan noise

Multiband limiter

Cluster mode
new preset for cluster setups

Integrated 6 channel mixer
with EQ and reverb
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10DAVE 10 G4X

System power (Peak) 680 W
Max. SPL (Peak) 120 dB
Drivers 2 × 1" tweeter / 2 × double 4" mid / 10" sub
Frequency response (-10 dB) 37 – 20,000 Hz
Weight 24.5 kg / 54 lbs

DAVE 10 G4X
COMPACT 2.1 POWERED SOUND SYSTEM

15DAVE 15 G4X

System power (Peak) 2060 W
Max. SPL (Peak) 130 dB
Drivers 2 × double 0.5" tweeter / 2 × 8" mid / 15" sub
Frequency response (-10 dB) 33 – 20,000 Hz
Weight 53.9 kg / 118.8 lbs

DAVE 15 G4X
COMPACT 2.1 POWERED PA SYSTEM

18DAVE 18 G4X

System power (Peak) 4000 W
Max. SPL (Peak) 134 dB
Drivers 2 × double 0.5" tweeter / 2 × 8" mid / 18" sub
Frequency response (-10 dB) 30 – 20,000 Hz
Weight 63.2 kg / 139.3 lbs

DAVE 18 G4X
COMPACT 2.1 POWERED PA SYSTEM

12 System power (Peak) 1460 W
Max. SPL (Peak) 127 dB
Drivers 2 × 0.5" tweeter / 2 × 6.5" mid / 12" sub
Frequency response (-10 dB) 37 – 20,000 Hz
Weight 43.7 kg / 96.3 lbs

DAVE 12 G4X
COMPACT 2.1 POWERED PA SYSTEM

DAVE 12 G4X

Find out more about our DAVE G4X SERIES 
ld-systems.com/DAVEG4X
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Vertical tweeter array

WaveAhead® technology
Symmetrical horizontal dispersion

Integrated 
4-channel 

mixing desk

Wide dispersion of mid 
and high frequencies

With the patented CURV 500, LD Systems presents the first really portable 
array with WaveAhead® technology for high-definition audio quality 
with an amazing sound pressure and excellent balance. Thanks to the 
expandable vertical and horizontal coverage, the system is completely 
scalable. The unibody aluminium construction of the CURV 500 array 
satellites sets new standards and is essential for the outstanding sound 
quality of the system. The unique SmartLink® plug-and-play adapter also 
offers numerous mounting options. For all-in-one comfort, the 4-channel 
mixer integrated in the CURV 500 provides a range of digital effects, as 
well as modern Bluetooth® wireless technology. Three sets are available 
for mobile and fixed installation. They feature a low weight and a wide, 
far-ranging sound dispersion. Thanks to optional extensions, the systems 
can be perfectly expanded further. Black and white housing designs 
for the AV Set allow for harmonious integration into the surrounding 
architecture.

CURV 500® SERIES
ARRAY REINVENTED
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System power (Peak) 2000 W
Max. SPL (Peak) 131 dB
Drivers 18 × 1" tweeter /  

6 × 4" mid / 15" sub
Subwoofer (W × H × D)	 600 × 437 × 587 mm

23.6 × 17.2 × 23.1 inch
Weight 48.2 kg / 106.3 lbs

System power (Peak) 920 W
Max. SPL (Peak) 128 dB
Drivers 12 × 1" tweeter /  

4 × 4" mid / 10" sub
Subwoofer (W × H × D)	 325 × 383 × 491 mm

12.8 × 15.1 × 19.3 inch
Weight 26.8 kg / 59.1 lbs

CURV 500® TS
PORTABLE ARRAY SYSTEM 
TOURING SET

CURV 500® ES
PORTABLE ARRAY SYSTEM
ENTERTAINER SET

System power (Peak) 720 W
Max. SPL (Peak) 122 dB
Drivers 3 × 1" tweeter / 1 × 4" mid / 1 × 10" sub
Subwoofer (W × H × D)	 325 × 383 × 491 mm / 12.8 × 15.1 × 19.3 inch
Weight 22.8 kg / 50.3 lbs

CURV 500® AVS (W)
PORTABLE ARRAY SYSTEM 
A/V SET

System power (Peak) 1840 W
Max. SPL (Peak) 134 dB
Drivers 24 × 1" tweeter /  

8 × 4" mid / 2 × 10" sub
Subwoofer (W × H × D)	 325 × 383 × 491 mm

12.8 × 15.1 × 19.3 inch
Weight 59.1 kg / 130.3 lbs

CURV 500® PS
PORTABLE ARRAY SYSTEM 
POWER SET

Find out more about our CURV 500 SERIES 
ld-systems.com/CURV500
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The U500 and U300 Series wireless systems have been developed based on  
user feedback to provide technically advanced yet affordable wireless 
microphones and in-ear monitoring systems tailored to the needs of 
professional users. Whether for vocals, instruments or wireless in-ear 
monitoring, our versatile sets meet your expectations for premium sound, 
reliability and ease of use.

One bodypack, wide range
with mini XLR input, with a  
three-position level switch

Up to 12 systems 
simultaneously

Sound quality with up to  
100 meters or 300 feet  
of reach

Interchangeable mic heads

Find out more about our U500 SERIES 
ld-systems.com/U500

U300® / U500® SERIES
NOTHING COMPARES TO U
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ALSO AVAILABLE WITH BODYPACK AS GUITAR,  
HEADSET, LAVALIER OR BRASS INSTRUMENT  
MIC VERSION.

Channels 12
Frequency response 55 Hz – 16 KHz
Rated HF output power 10 mW

U300* HHD
WIRELESS MICROPHONE SYSTEM WITH DYNAMIC 
HANDHELD MICROPHONE

Channels 12
Frequency response 35 Hz – 16 KHz
Rated HF output power 10 mW

U300* HHD 2
DUAL WIRELESS MICROPHONE SYSTEM  
WITH 2 × DYNAMIC HANDHELD MICROPHONE

U300* IEM
IN-EAR MONITORING SYSTEM

Channels 12
Operating modes Mono/Stereo
Frequency response 50 Hz – 16 KHz
Rated HF output power 10 mW

Channels 96 (8 groups of 12 channels)
Frequency response 60 Hz – 16 KHz
Rated HF output power Variable (2/10/30 mW)

U500* HHD
WIRELESS MICROPHONE SYSTEM WITH DYNAMIC 
HANDHELD MICROPHONE

Channels 96 (8 groups of 12 channels)
Frequency response 60 Hz – 16 KHz
Rated HF output power Variable (2/10/30 mW)

U500* HHD 2
DUAL WIRELESS MICROPHONE SYSTEM  
WITH 2 × DYNAMIC HANDHELD MICROPHONE

U500* IEM
IN-EAR MONITORING SYSTEM

Channels 96 (8 groups of 12 channels)
Operating modes Stereo/Focus/Mono
Frequency response 40 Hz – 16 KHz
Rated HF output power Variable (2/10/30 mW)

* WHAT FREQUENCY ARE YOU PLAYING ON?

	• 470 – 489 MHz: U304.7/ U504.7 (only available in USA) 
	• 514 – 542 MHz: U305.1 / U505.1 (only available in USA)
	• 548 – 608 MHz U305 / U505
	• 655 – 679 MHz U306 / U506
	• 823 – 832 MHz / 863 – 865 MHz U308 / U508
	• 1785 – 1800 MHz  U518

Find out more about  
our U300 SERIES 

ld-systems.com/U300
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